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CONTENT

CONTENT

SS

PA66



Weight 1.750 gr

Weight 460 gr



CODE

50 mm PULLEYS

RP-075A

RP-075B

RP-075C

13 mm 876 gr 40 kN

40 kN

40 kN

40 kN

40 kN
40 kN

874 gr

875 gr

1.796 gr

1.794 gr

1.789 gr

16 mm

20 mm

RP-076A

RP-076B
RP-076C

13 mm

16 mm
20 mm

50 mm PULLEYS

TYPE PIM COLO EIGHT STRENGTH
(MBS)













PLAYGROUND GROUP

LIST OF EUROPEAN STANDARTS FOR FALL PROTECTION 

EN 361 Personal protective equipment against falls from a height

EN 358 Personal protective equipment for work positioning 

EN 813 Personal fall protection equipment - Sit harnesses

EN 12277 Mountaineering equipment - Harnesses – 

EN 355 Energy absorbers

EN 354 Lanyards

EN 362 Connectors

EN 12278 Pulleys

EN 397 Industrial safety helmets

EN 12492 Helmets for mountaineers

PROTECTIVE GLOVES

EN 388 Protective gloves against mechanical risks

HEAD PROTECTION

EN 397 Industrial safety helmets

CANADIAN STANDARDS ASSOCIATION (CSA)

Z259.10 Full body harness

AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI)

ANSI Z89.1 American National Standard for industrial head protection

Class C Classic

Class E Electric

ANSI Z359.1 Safety requirements for personal fall arrest systems, sub systems and components






